
80045  REV DINDUCTORSINDUCTORS

CASE TYPE U      CASE TYPE  X

    TRIAD chokes are manufactured in a wide variety of inductance values & physical configurations. SmoothingDESCRIPTION : 
     chokes are power supply filter chokes having a core with an air gap which prevents saturation at maximum direct current.

SPECIFICATIONS:TECHNICAL NOTES:
1.   INDUCTANCE RANGES:  .005 TO 15H1.   HI-POT TESTED@ 1,500 VRMS.

2.   DC CURRENT RANGES:  10 Ma TO 22.5A2.   CONNECTIONS BY LEADS OR SOLDER LUGS.

3.   RESISTANCE RANGES:  .06 TO 3,500 Ohms3.   INDUCTANCE TOLERANCE  -20%  +50%
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80045  REV D
Smoothing Filter Chokes

WT   Mounting       DIMENSIONSConnec -RESISTANCEIDUCTANCECURRENTCASETYPE
Lbs.MLMWDWHtionsOhmsHENRIESDC M/ATYPENO.
0.4-1 3/41 1/82 1/81 1/4Leads701.510X (1)C-85X
0.21-1 3/41 1/42 1/161 3/16Leads1,0001520X (1)C-1X
0.6-2 3/81 1/22 13/161 5/8Leads5001050X (1)C-3X
1-2 13/161 3/43 5/161 15/16Leads240775X (1)C-8X

1.3-2 13/1623 5/161 15/16Leads2701090X (1)C-7X
2.3-3 9/162 1/442 19/32Leads1506200X (1)C-14X
0.75-2 3/81 1/22 13/161 5/8Leads501240X (1)C-24X
0.5-21 1/22 3/81 3/8Leads300.5300X (1)C-36X
1.6-3 1/823 11/162 9/32Leads401.5300X (1)C-17X
1.3-2 13/1623 5/161 15/16Leads100.32600X (1)C-40X
4.62 11/162 1/43 3/162 7/83 1/2Leads3.0/0.750.3/0.75 S1.0A/2.0AU (2)C-47U
21 3/42 3/1622 5/82 1/4Lugs0.790.0352U (2)C-56U
83 1/162 3/43 5/83 1/24 1/4Leads0.19/0.050.032/0.008 S5.0A/10.0AU (2) C-49U

6.252 3/83 7/1634 1/83 1/2Lugs0.10.0112.5AU (2)C-59U
21.254 1/22 3/45 1/24 9/165 5/16Lugs0.1/0.0250.024/0.006 S20.0A/40.0AU (7)C-80U
12.753 1/23 3/44 3/164 1/23 3/4Lugs0.060.00522.5AU (2)C-60U

Mounting Hole Sizes: (1) = 3/16"    (2) = 13/64 x 3/8"   (7) = 9/32 x 1/2"S = Split Winding
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