
80037  REV DPOWER  TRANSFORMERS
 TRIAD chassis mount power transformers provide maximum performance when intergratedDESCRIPTION : 

     into full wave center tap or bridge type circuits with silicon or selenium rectifiers. The secondary voltages are selected by primary 
    taps. The secondaries of the Series F-90 transformers may be connected to provide a wide variety of output voltages. (SEE
    Technical Notess) The Series F-90 supply the DC voltages for transistors in theirm various applications. They are intended for use
    with full wave center tap or bridge rectifiers, but may be used with voltage doubler circuits at one-half of the rated current.

CASE TYPE XCASE TYPE A CASE TYPE  U

     F-90 SERIES
       SECONDARY   PRIMARY 115 V

BLUELEADSYELLOWLEADSGREENLEADSLEADS      GREENLEADLEAD
REDREDBLUE             RED

           10.0V       20V CT BLUE           30.0V  40V CT YELLOWBLKBLK/YEL
            9.5V       19V CT BLUE           28.5V  38V CT YELLOWBLK/REDBLK/YEL
            8.5V       17V CT BLUE           25.5V  34V CT YELLOWBLKBLK/GRN
            8.0V       16V CT BLUE           24.0V  32V CT YELLOWBLK/REDBLK/GRN
            7.5V       15V CT BLUE           22.5V  30V CT YELLOWBLKBLK/WHT
            7.0V       14V CT BLUE           21.0V  28V CT YELLOWBLK/REDBLK/WHT

MOUNTING HOLE SIZES: X = 3/16"   A  =  3/8 X 13/64"  U = 13/64 X 3/8"UNIVERSAL SECONDARIES
WT   Mounting       DIMENSIONSConnec -                     SECONDARY  ACPRIMARYCASETYPE
Lbs.MDMWDWHtionsAMPSVOLTSVOLTAGETYPENO.
3.52-3/162-1/42-5/82-13/163-3/8LEADS30-6.5/13/19.5/26115/230UF-360U

5.652-5/82-1/23-1/43-1/83-3/4LEADS30-24/27/30/33/36115/230UF-361U

UNIVERSAL, 115 VOLTS
WT   Mounting       DIMENSIONSConnec -                        SECONDARY  ACPRIMARYCASETYPE

Lbs.MDMWDWHtionsDC AMPSVOLTSVOLTAGETYPENO.
0.5-21-3/82-3/81-3/8LEADS0.03510-20 CT-40 CT115 tXF-94X
0.7-2-3/81-5/82-13/161-5/8LEADS0.110-20 CT-40 CT115 tXF-90X
1.5-3-1/823-11/162-9/32LEADS0.310-20 CT-40 CT115 tXF-91X
2.4-3-9/162-1/442-19/32LEADS0.7510-20 CT-40 CT115 tXF-93X

3.252-1/16232-21/323-3/16LEADS110-20 CT-40 CT115 tAF-92A

t  TAPPED PRIMARY TO PRODUCE LOWER VOLTAGES         CT  =  CENTER TAP
(SEE TECHNICAL NOTES BELOW FOR VOLTAGES SELECTED BY VARIOUS COMBINATIONS OF PRIMARY TAP INTERCONNECTIONS.)
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80037  REV D

SPECIFICATIONS:TECHNICAL NOTES:

 115  V, 230 V, 50/60 HzPRIMARY :1.  DC AMP RATING WITH A FULL WAVE BRIDGE
     RECTIFIER HI-POT TESTED @ 1,500 VRMS

F-90 SERIES - 14 TO 40 (FWCT)SECONDARY AC:
F-90 SERIES - 7 TO 30 (FWB)2.  "." REFER TO POLARITY

F-90 SERIES

F-360U

F-361U
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