
 80038  REV DPOWER  TRANSFORMERS 
Chassis Mount - Single Secondary / Multiple Secondary

  Triad Magnetics offers a full choice of power supply transformers for direct use or in transformer, rectifier, or filterDESCRIPTION : 
circuits. Other available secondary voltages include control, filament and low level signaling in stanard values. The 
transformers are single primary with single and multiple secondaries in standard size and weight configurations.

CASE TYPE XCASE TYPE ZCASE TYPE  U

MOUNTING HOLE SIZES:  X = 3/16"       U = 13/64 x 3/8"  # 60 Hz   CT = CENTER TAPSingle Secondary
WT   MountingDIMENSIONSConnec -       SECONDARYRMS TestPrimaryCaseHookTYPE
Lbs.MLMWDWHtionsAmpsVoltsVoltage (Sec.)VoltageTypeUpNO.
0.37-21-3/82-3/81-3/8LEADS0.66.31,500115XDF-13X
0.37-21-3/82-3/81-3/8LEADS0.66.31,500115/230XAF-313X
1.4-2-13/162-1/83-1/41-15/16LEADS1.024.01,500115XCF-46X#

1.25-2-13/1623-5/161-15/16LEADS4.06.31,500115XDF-43X#
7.53-1/1633-5/83-13/164-5/8LEADS257.5 CT3,000115UBF-28U t

& LUGSOR 6.3 CT
0.4-21-3/82-3/81-3/8LEADS0.1512.01,500115XDF-113X

0.37-21-3/82-3/81-3/8LEADS0.3512.01,500115XDF-216X#
0.8-2-3/81-5/82-13/161-5/8LEADS0.712.01,500115XDF-114X
1.0-2-13/161-3/43-1/42LEADS1.312.01,500115XDF-217X#

1.13-2-7/81-7/83-1/42LEADS2.012.01,500115XCF-218X#
2.3-3-9/162-1/442-9/16LEADS4.012.01,500115XDF-219X#
3.52-1/82-1/42-1/22-13/163-7/16LEADS6.012.01,500115UDF-220U#
4.02-1/82-1/22-3/83-1/83-13/16LEADS8.012.01,500115UDF-221U#
1.6-3-1/82-1/83-3/42-1/4LEADS3.012.61,500115XDF-224X#
2.3-3-9/16242-9/16LEADS2.024.01,500115XDF-229X#

t  =  Tapped primary to produce lower voltages

MOUNTING HOLE SIZES:  X = 3/16"       U = 13/64 x 3/8"     Z = 3/16"  # 60 Hz   CT = CENTER TAPMultiple Secondary
WT   MountingDIMENSIONSConnec -       SECONDARYRMS TestPrimaryCaseHookTYPE
Lbs.MLMWDWHtionsAmpsVoltsVoltage (Sec.)VoltageTypeUpNO.
0.6-21-7/162-3/82LUGS0.2512.0 CT1,500115ZEF-235Z#

0.2512.0 CT
0.9-2-3/81-5/82-7/82-5/16LUGS0.512.0 CT1,500115ZEF-236Z#

0.512.0 CT
1.1-2-3/82-1/162-13/162-3/8LUGS1.012.0 CT1,500115ZEF-237Z#

1.012.0 CT
2.222-1/22-1/232-1/2LUGS1.018.0 CT1,500115UFF-241U#f

1.018.0 CT
5.22-1/43-7/163-1/44-1/83-1/2LUGS4.018.0 CT1,500115UFF-243U#f

4.018.0 CT
8.32-3/43-3/444-1/23-3/4LUGS8.018.0 CT1,500115UFF-244U#f

8.018.0 CT
1.3-3-1/81-7/83-3/42-1/4LEADS0.25032.0 CT1,500115XGF-195X

0.75015.5 CT
4.02-1/42-1/42-5/82-13/163-3/8LEADS1.032.0 CT1,500115UGF-196U

2.015.0 CT
4.72-1/42-1/22-15/163-1/83-3/4LEADS1.032.0 CT1,500115UGF-197U

4.015.0 CT
6.22-3/42-1/23-3/163-1/83-3/4LEADS1.032.0 CT1,500115UGF-198U

6.015.0 CT
f  Windings may be connected in series to obtain their combined voltage when properly phased. Current will be equal to the current of the lowest winding.
Example: Two 6.3 V Windings @ 2A in series would be 12.6V @ 2A. Winding may also be connected in parallel to obtain combined current. Example: Two
6.3 V windings @ 2A in parallel would be 6.3V @ 4A
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 80038  REV DPOWER  TRANSFORMERS 
Chassis Mount - Single Secondary / Multiple Secondary

SPECIFICATIONS:

PRIMARY:   115/230 V, 50/60 Hz

HOOK-UP  A
     SECONDARYHOOK  UP

GRN-GRNOUTPUTBLK-BLK/GRNAPPLY TOBLK-RED/BLK, YEL/BLK-BLK/GRNTIE115

BLK-BLK/GRNAPLLY TOYEL/BLK-RED/BLKTIE115/230

HOOK-UP  B
     SECONDARYHOOK  UP

(4) SELF - (6) SELF  CT(5) SELFOUTPUTBLK-BLK/REDAPPLY TO--115

HOOK-UP  C

     SECONDARYHOOK  UP
RED-REDOUTPUTBLK-BLKAPPLY TO--115

HOOK-UP  D

     SECONDARYHOOK  UP

GRN-GRNOUTPUTBLK-BLKAPPLY TO--115

HOOK-UP  E
     SECONDARY 1HOOK  UP

0-12V CT(6V)OUTPUT115-COMAPPLY TO--115

     SECONDARY 2
0-12V CT(6V)OUTPUT

HOOK-UP  F

     SECONDARY 1HOOK  UP

0-18V CT(9V)OUTPUT115-COMAPPLY TO--115
     SECONDARY 2

0-18V CT(9V)OUTPUT

HOOK-UP  G

     SECONDARY 1HOOK  UP
RED-RED  CT(RED/YEL)OUTPUT115-COMAPPLY TO--115

     SECONDARY 2

GRN-GRN  CT(GRN/YEL)OUTPUT
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