
 80041 rev EPOWER  TRANSFORMERS   PC  MOUNT
Triad Magnetics produces a wide assortment of audio transformers for use in printed circuit designs. TheseDESCRIPTION : 

     transformers fill a board application spectrum in the audio industry. TRAID audio printed circuit transformers are used in line
     matching, telephone coupling, pulse trigger, driver, interstage, output, isolation and input applications.

FIGURE B                                   FIGURE A

CT = CENTER TAPS - SPLIT WINDINGPLUG-IN PRINTED CIRCUIT AUDIO TRANSFORMER
WT.       DIMENSIONSPri. DCSecondaryPrimaryOutputTYPE
OZJCBALDHUNBALANCEFIG.ImpedanceImpedancemW NO.
0.510.0423/1627/643/1613/1619/325/84 MaA10,000 CT10,000 CT100TY-141P
0.510.0423/1627/643/1613/1619/325/84 MaA2,000 CT10,000 CT100TY-142P
0.510.0423/1627/643/1613/1619/325/84 MaA15,000 CT15,000 CT100TY-144P
0.510.0423/1627/643/1613/1619/325/815 MaA600 CT600 CT100TY-145P

30.0423/161-1/3213/161-3/81-1/81-1/8-B600 CT/150 S600 CT/150 S1 WATTTY-146P
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 80041 rev E

TECHNICAL NOTE:
      1. PLUG-IN TERMINALS ARE

       SPACED TO PROVIDE FIXED 
    MOUNTING CENTERS

2. "." REFERS TO POLARITY

SPECIFICATIONS:

Frequency Response Ranges:
200 - 15,000 Hz

FIGURE BFIGURE A
Impedance Matching:
10% over freq. range
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